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9 Mil Standard Grade Microporous Fast Drying 
Gloss White Printable Polypropylene Paper w/ 
Permanent Adhesive on 3'' Core w/ 2'' Adapter

Benefits

Economical, water resistant, wide color gamut, tear resistant

Physical Properties

Thickness 9 Mil Brightness 90
Description

Designed to be used on applications such as boards, window 
signs, or any other type of smooth surface for adhesive signage. 
Its microporous coating gives it the ability to produce photo 
quality images while maintaining great tear resistance.

Material Polypropylene
Core 3'' Core with 

2'' Core adapter
Finish Gloss

Color White
Durability Indoor: 1 year 

Outdoor: 6 month
GSM 90

Print Compability Applications

Aqueous Flat Mounting Applications Available Sizes

UV Curable Window Signage Widths (inch) Lengths (feet)

Latex Board & Magnate Material 24'' 36'' 42'' 50'' 60'' 100'

Pop Displays

Terms and Conditions

Information on physical characteristics is based upon tests we believe to be reliable. The values listed herein are typical values and are not for use in specifications. 
They are intended only as a source of information and are given without guarantee and do not constitute a warranty. Purchasers should independently determine, 
prior to use, the suitability of any material for their specific use. All technical data is subject to change without prior notice.
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